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Product line
Network Camera, NVR, Keyboard
AHD Camera, DVR
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Model CA-HFW1002D CA-HDW1002MCA-HFW1002T CA-HFW1004DCA-HFW1004T

Appearance

Image Sensor

Video out put

Frame rate

Min illumination

Lens

WDR

Adjust ment angle

OSD Menu

HLC

BLC

AGC

Power supply

Protection Level

Maximum IR Distance

Working temp

1/2.7 inch Cmos 1/2.7 inch Cmos 1/2.7 inch Cmos 1/3 inch Cmos 1/3 inch Cmos

AHD/TVI/CVI/Analog AHD/TVI/CVI/Analog AHD/TVI/CVI/Analog AHD/TVI/CVI/Analog AHD/TVI/CVI/Analog

25FPS 25FPS 25FPS 25FPS 25FPS

0.02 Lux@(F1.85)
0 LUX with IR On

0.02 Lux@(F1.85)
0 LUX with IR On

0.02 Lux@(F1.85)
0 LUX with IR On

0.03 Lux@(F2.0)
0 LUX with IR On

2.8/3.6/6 mm (Optional) 2.8/3.6/6 mm (Optional)3.6/6/8 mm (Optional)

DWDR DWDR

3-Axis 3-Axis 3-Axis 3-Axis 3-Axis

12V DC ±30 12V DC ±30 

IP67 IP67

30m 80m

-40°C ~ 60°C -40°C ~ 60°C

Resolution 2.0 MP 2.0 MP 2.0 MP 4.0 MP 4.0 MP

Multi Language Multi Language

√

√

√

DWDR

12V DC ±30 

IP67

30m

-40°C ~ 60°C

Multi Language

√

√

√

2.8/3.6/6 mm (Optional)

DWDR

12V DC ±25

IP67

30m

-40°C ~ 60°C

Multi Language

√

√

√

0.03 Lux@(F2.0)
0 LUX with IR On

3.6/6/8/12 mm (Optional)

DWDR

12V DC ±25

IP67

80m

-40°C ~ 60°C

Multi Language

√

√

√

√

√

√

HDTVI Camera
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Model CA-AHD512SIR

Appearance

CA-AHD912SIR-VF CA-AHD312SIR CA-AHD612SIR-VF

Image Sensor

Video out put

Frame rate

Min illumination

Lens

WDR

Adjust ment angle

OSD Menu

HLC

BLC

AGC

Power supply

Protection Level

Maximum IR Distance

Working temp

1/3 inch sony sensor IMX307 

AHD/TVI/CVI/Analog

25FPS

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

1/3 inch sony sensor IMX307

AHD/TVI/CVI/Analog

25FPS

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

1/3 inch sony sensor IMX307

AHD/TVI/CVI/Analog

25FPS

0.01Lux@(F1.2,AGC ON),
0.0 LUX with IR

1/3 inch sony sensor IMX307

AHD/TVI/CVI/Analog

25FPS

0.01Lux@(F1.2,AGC ON),
0.0 LUX with IR

2.8/3.6 mm (Optional) 2.8-12 mm For VF Series
2.8/3.6 mm Optional For Fix Lens

2.8/3.6 mm (Optional) 2.8-12 mm For VF Series

52db 52db 52db 52db

3-Axis 3-Axis 3-Axis 3-Axis

12V DC 12V DC 12V DC 12V DC

IP66 IP66 IP66 --

25m

-20°C ~ 60°C

50m

-20°C ~ 60°C

25m

-20°C ~ 60°C

30m

-20°C ~ 60°C

Resolution 2.0 MP 2.0 MP 2.0 MP 2.0 MP

N/A

N/A

√

√

N/A N/A N/A

N/A

√

√

N/A

√

√

N/A

√

√

1/3 inch sony sensor IMX326

AHD/TVI/CVI/Analog

AHD&TVI @15FPS
CVI @ 25FPS

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

2.8/3.6mm (Optional)

150db

3-Axis

12V DC

IP66

25m

-20°C ~ 60°C

4.0 MP

√

√

√

√

CA-AHD504SIR-L5 CA-AHD904SIR-Z/VF-L5

AHD&TVI @15FPS
CVI @ 25FPS

1/3 inch sony sensor IMX326

AHD/TVI/CVI/Analog

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

2.8-12mm Varifocal & 
Motorized Lens

150db

3-Axis

12V DC

IP66

50m

-20°C ~ 60°C

4.0 MP

√

√

√

√

AHD&TVI @15FPS
CVI @ 25FPS

1/3 inch sony sensor IMX326

AHD/TVI/CVI/Analog

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

2.8 / 3.6mm

150db

3-Axis

12V DC

IP66

25m

-20°C ~ 60°C

4.0 MP

√

√

√

√

AHD&TVI @15FPS
CVI @ 25FPS

1/3 inch sony sensor IMX326

AHD/TVI/CVI/Analog

0.01Lux@(F1.2,AGC ON)
0.0 LUX with IR

2.8-12mm Varifocal & 
Motorized Lens

150db

3-Axis

12V DC

--

30m

-20°C ~ 60°C

4.0 MP

√

√

√

√

CA-AHD304SIR-L5 CA-AHD604SIR-Z/VF-L5

4.0 in 1 Camera
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Model CA-301-04Q CA-301-08Q CA-302-16Q

Appearance

Video/Audio Input

IP Video Input

Analog Video Input

Input Bandwidth

Audio Input

Video/Audio Output

HDMI

VGA

Audio Output

Outgoing Bandwidth

Recording Resolition

Storage HDD

External Interfafce

Network Interface

PoE

Serial Interface

USB Interface

Alarm I/O

Other

Power Supply

Power Consumption

Working Environment

Dimensions(W×D×H)

Weight(Without HDD)

16-ch,BNC

40 Mbps

1-ch, RCA

1

1

1-ch, RCA

80 Mbps
 
 

N/A

1 RS485

Rear panel: 1 x USB3.0 
Front panel: 1 x USB2.0

N/A

12V DC

≤12W (without HDD)

-10°C ~ 55°C 

 
 (14°F ~ 131°F)

 
Humidity < 90% RH (non-condensing)

380mm×315mm×53mm 
 (15.0"×12.4"×1.9")

≤1.9kg (4.19 Ib) 

5 in 1 Digital Video Recorder

2-ch(Only Ip up to 6ch)
each channel up to 4K

2-ch(Only Ip up to 10ch)
each channel up to 4K

2-ch(Only Ip up to 6ch)
each channel up to 4K

Smart VCA

4-ch(Only Ip up to 12ch)
each channel up to 4K

8-ch(Only Ip up to 24ch)
each channel up to 4K

4-ch,BNC

40 Mbps

1-ch, RCA

1

1

1-ch, RCA

60 Mbps

8MP Lite/5MP Lite/4MP Lite
/3MP/1080P/960P/720P/960H/4CIF/CIF

5MP Lite/4MP Lite/3MP/1080P
/960P/720P/960H/4CIF/CIF/QCIF

8MP Lite/5MP Lite/4MP Lite
/3MP/1080P/960P/720P/960H/4CIF/CIF

8MP Lite/5MP Lite/4MP Lite
/3MP/1080P/960P/720P/960H/4CIF/CIF

 
 

 
 

 
 
 
 

1 RJ45 10m/100m 1 RJ45 10m/100m1 RJ45 10m/100m

1 SATA interface up to 6TB for each HDD 1 SATA interface up to 6TB for each HDD1 SATA interface up to 6TB for each HDD 1 SATA interface up to 6TB for each HDD 2 SATA interface up to 6TB for each HDD

1 RS485 1 RS4851 RS485

N/A

Rear panel: 2 x USB2.0
Rear panel: 1 x USB2.0
Front panel: 1 x USB2.0

Rear panel: 1 x USB2.0
Front panel: 1 x USB2.0

N/A

12V DC

 ≤ 8 W( without HDD )

-10°C ~ 55°C  
 (14°F ~ 131°F) 
Humidity < 90% RH (non-condensing)Humidity < 90% RH (non-condensing)

260mm ×240mm× 46mm
 (10.2" × 9.4"×1.8")

≤1.1 Kg (4.19 Ib) 

8-ch,BNC

56 Mbps

1-ch, RCA

1

1

1-ch, RCA

64 Mbps

1 RS485

N/A

Rear panel: 2 x USB2.0

N/A

12V DC

 ≤ 8 W( without HDD )

-10°C ~ 55°C 

 

 (14°F ~ 131°F)

 

Humidity < 90% RH (non-condensing)

260mm ×240mm× 46mm 
(10.2" × 9.4"×1.8")

≤1.1 Kg (4.19 Ib) 

1 RJ45 10m/100m 1 RJ45 10m/100m/1000m

CA-201-04U

4-ch

35 Mbps

4-ch, RCA

1

1

1-ch, RCA

40 Mbps

N/A

N/A

12V DC

≤5W (without HDD)

-10°C ~ 55°C  
 (14°F ~ 131°F) 

260mm×240mm×47mm  
(10.2"×9.5"×1.7")

≤1.12kg(2.47lb)

Humidity < 90% RH (non-condensing)

≤1.12kg(2.47lb)

CA-201-08Q

8-ch

40 Mbps

4-ch, RCA

1

1

1-ch, RCA

40 Mbps

3MP/1080P/960P/720P/960H/4CIF/CIF

N/A

N/A

12V DC

≤5W (without HDD)

-10°C ~ 55°C  
 (14°F ~ 131°F) 

260mm×240mm×47mm  
(10.2"×9.5"×1.7")

Smart VCA Smart VCA Smart VCA Smart VCA
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Model CA-IPC2C22LR6

Appearance

Axis

Adjustment angle 
 

 

Sensor 1/2.7", 2.0 megapixel,
progressive scan, CMOS

1/2.7", 2.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

1/2.7", 2.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

Wide Dynamic Range Digital WDR

Zoom

Lens
 

Iris: F2.0 

Iris Fixed

Min. illumination Color: 0.01Lux (F2.0, AGC ON) 
0Lux with IR on

IR Range

Video Compression Ultra265, H.265, H264

Up to 60m (197!) IR range Up to 30m (98!) IR range Up to 30m (98!) IR range Up to 30m (98!) IR range

Smart Function N/A N/A N/A N/A N/A

Frame Rate 2MP (1920×1080), Max 25fps 2MP (1920×1080), Max 30fps 2MP (1920×1080), Max 30fps4MP (2592×1520), Max 20fps 4MP (2592×1520), Max 20fps 4MP (2592×1520), Max 20fps

ROI (Region of Interest) Up to 2 areas

9:16 Corridor Mode N/A

Video Streaming 3 Streams

Privacy Mask Up to 4 areas

Audio I/O N/A

Alarm I/O N/A

Surge Protection 2KV

Edge Storage N/A

Network Interface 1 RJ45 10/100M Base-TX Ethernet

Reset Button N/A

Power DC 12V ±25% 
PoE (IEEE 802.3af)

Working Environment  -30°C ~ 60°C (-22°F ~ 140°F)

Ingress Protection IP67

Vandal Resistant N/A

Weight 0.38kg (0.84lb)
Power Consumption Max 5W

Dimensions (L × W × H) 169.4 × 98.1 × 92.0mm (6.7”×3.9”×3.6”) 

CA-IPC2122LR3 CA-IPC2122LR3-N

3-Axis

Low-lightLow-light Low-light Low-light Low-light Low-light

N/A

N/A
Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

Digital WDR

FixedFixed

Focus: 4mm, 6mm 
Iris: F2.0 
Angle of view(H): 86.5°/55.4°

Focus: 4mm, 6mm

Angle of view(H): 86.5°/55.4°

Fixed

Color: 0.02Lux (F2.0, AGC ON) 
0Lux with IR on

Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG

Up to 2 areas

N/A

3 Streams

Up to 8 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.45kg (0.99lb)
Max 4.5W
167.3×62.9×62.7mm (6.6”×2.5”×2.5”) 

CA-IPC2124LR3CA-IPC2124SR3 CA-IPC2124LR3-N CA-IPC322LR3 CA-IPC324LR3

3-Axis

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR

Fixed

Focus: 4mm, 6mm 
Iris: F2.0 
Angle of view(H): 78.9°/49.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON) 
0Lux with IR on

Up to 8 areas

Supported

3 Streams

Up to 8 areas

Built-in Mic

1/1

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25%  
PoE (IEEE 802.3af)

-35°C ~ 60°C (-31°F ~ 140°F)

IP67

N/A

0.45kg (0.99lb)
Max 6W
157.3×62.4×63mm (6.2”×2.5”×2.5”) 

3-Axis

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

Digital WDR

Fixed

Focus: 4mm, 6mm 
Iris: F2.0 
Angle of view(H): 78.9°/49.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON) 
0Lux with IR on

Up to 2 areas

N/A

3 Streams

Up to 4 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25%  
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.45kg (0.99lb)
Max 5W
167.3×62.9×62.7mm (6.6”×2.5”×2.5”) 

2-Axis

Pan: 0°~360° 
Tilt: 0°~75°

Digital WDR

Fixed

Focus: 2.8mm, 4.0mm 
Iris: F2.0 
Angle of view (H): 112.7°/86.5°

Fixed

Color: 0.02Lux (F2.0, AGC ON) 
0Lux with IR on

Up to 2 areas

N/A

3 Streams

Up to 8 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

IK10

0.45kg (0.99lb)
Max 4.5W
Φ 109×81mm (Ø4.3”×3.2”)

2-Axis

Pan: 0°~360° 
Tilt: 0°~75°

Digital WDR

Fixed

Focus: 2.8mm, 4.0mm 
Iris: F2.0 
Angle of view (H): 104.4°/78.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON) 
0Lux with IR

Up to 2 areas

N/A

3 Streams

Up to 4 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

IK10

0.45kg (0.99lb)
Max 4W
Φ 109×81mm (Ø4.3”×3.2”)

Network Camera

Up to 30m (98!) IR range Up to 30m (98!) IR range

√

Low illumination characteristics

1/2.7", 2.0 megapixel,
progressive scan, CMOS

Up to 30m (98!) IR range

N/A

2MP (1920×1080), Max 30fps

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

Digital WDR

Fixed

Focus: 4mm, 6mm 
Iris: F2.0 
Angle of view(H): 86.5°/55.4°

Fixed

Color: 0.02Lux (F2.0, AGC ON) 
0Lux with IR on

Ultra265, H.265, H.264, MJPEG

Up to 2 areas

N/A

3 Streams

Up to 8 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.45kg (0.99lb)
Max 4.5W
167.3×62.9×62.7mm (6.6”×2.5”×2.5”) 

1/3", 4.0 megapixel,
progressive scan, CMOS

Up to 30m (98!) IR range

N/A

4MP (2592×1520), Max 20fps

Low-light

Ultra265, H.265, H.264, MJPEG

3-Axis

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

Digital WDR

Fixed

Focus: 4mm, 6mm 
Iris: F2.0 
Angle of view(H): 78.9°/49.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON) 
0Lux with IR on

Up to 2 areas

N/A

3 Streams

Up to 4 areas

N/A

N/A

2KV

N/A

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25%  
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.45kg (0.99lb)
Max 5W
167.3×62.9×62.7mm (6.6”×2.5”×2.5”) 
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Model CA-IPC2224SR5 CA-IPC2224SS CA-IPC2322LBR3 CA-IPC2324LBR3 CA-IPC3614SR3 CA-IPC3634ER3

Appearance

Axis

Low illumination characteristics

Adjustment angle 

Sensor

Wide Dynamic Range

Zoom

Lens

Iris

Min. illumination

IR Range

Video Compression

Smart Function

Frame Rate

ROI (Region of Interest)

9:16 Corridor Mode

Video Streaming

Privacy Mask

Audio I/O

Alarm I/O

Surge Protection

Edge Storage

Network Interface

Reset Button

Power

Working Environment

Ingress Protection

Vandal Resistant

Weight

Power Consumption

N/A

N/A 

3-Axis

Pan: 0°~360°

 

Tilt: 0°~90°

 

Rotate: 0°~360°

Digital WDR

Motorized

Focus: 2.8~12mm
 

Iris: F1.6
 

Angle of view (H): 112.7°~28.1°

Fixed

Color: 0.01Lux (F1.6, AGC ON)
 

0Lux with IR

Low-light Low-light

Up to 2 areaas

N/A

N/A

3 streams

Up to 4 areaas

6KV

MicroSD, up to 256GB

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

1kg（2.2lb）

Max 6.5W

3-Axis

Pan: 0°~360°

 

Tilt: 0°~90°

 

Rotate: 0°~360°

Digital WDR

Motorized

Focus: 2.8~12mm
 

Iris: F1.6
 

Angle of view (H): 91°~27°

Fixed

Color: 0.01Lux (F1.6, AGC ON)
 

0Lux with IR

N/A √

Up to 2 areaas

N/A

3 streams

Up to 4 areaas

N/A

N/A

6KV

MicroSD, up to 256GB --

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25% 
PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

1kg（2.2lb）

Max 6.5W

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR

Motorized

Focus: 2.8~12mm 
Iris: F1.4 
Angle of View (H): 91.0°~27°

Fixed

Color: 0.003Lux (F1.6, AGC ON) 
0Lux with IR 

Ultra265, H.264, MJPEG

Supported all Smart features

 

Up to 2 areaas

N/A

3 streams

Up to 4 areaas

Built-in MicBuilt-in Mic

N/A

N/A

MicroSD, up to 256GB

1 RJ45 10M/100M Base-TX Ethernet

Supported

DC 12V ±25%
 

PoE (IEEE 802.3af)

-40°C ~ 60°C (-40°F ~ 140°F)

IP67

N/A

0.82kg (1.8lb)

Max 8.16W

Network Camera

Dimensions(L × W × H) 240.3×86.4×75.6mm (9.46”×3.4”×2.98”) 240.3×86.4×75.6mm (9.46”×3.4”×2.98”) Φ129×110mm (Ø5.08”×4.3”)

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR 

Fixed

Focus: 4mm, 6mm
 

Iris: F2.0
 

Angle of view(H): 78.9°/49.9°  

Fixed

Color: 0.03Lux (F2.0, AGC ON)
 

0Lux with IR

 
 
 

Up to 8 areaas

3 Streams

Up to 8 areas

N/A

N/A

N/A

MicroSD, up to 128GB

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25%
 

PoE (IEEE 802.3af)

-35°C ~ 60°C (-31°F ~ 140°F)

IP67

IK10

1kg (2.2lb)

Max 9W

253.4×86×71.7mm (9.98”×3.4”×2.8”)

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~80° 
Rotate: 0°~360°

120db True WDR

Fixed

Focus: 2.8mm, 4mm
 

Iris: F2.0
 

Angle of view (H): 104.4°/78.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON)
 

0Lux with IR

 
 
 

N/A

2 streams

Up to 4 areaas

Up to 4 areaas

N/A

N/A

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25%
 

PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.35kg (0.77lb)

Max 5.5W

Φ 118x96mm (Φ 4.6”x3.8”)

CA-IPC3614SR3-SD

Supported

1/3", 4.0 megapixel,
progressive scan, CMOS

1/2.7", 2.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

1/3", 4.0 megapixel,
progressive scan, CMOS

Up to 50m (164#) IR range Up to 30m (98#) IR range Up to 30m (98#) IR range Up to 30m (98#) IR range Up to 30m (98#) IR range

Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG

4MP (2592×1520), Max 20fps 2MP (1920×1080), Max 30fps 4MP (2592×1520), Max 20fps 4MP (2592×1520), Max 30fps 4MP (2592×1520), Max 30fps

√

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR 

Fixed

Focus: 4mm, 6mm
 

Iris: F2.0
 

Angle of view(H): 78.9°/49.9°  

Fixed

Color: 0.003Lux (F1.6, AGC ON)
 

0Lux with IR

 
 
 

Up to 8 areaas

3 Streams

Up to 8 areas

N/A

N/A

N/A

MicroSD, up to 256GB

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25%
 

PoE (IEEE 802.3af)

-35°C ~ 60°C (-31°F ~ 140°F)

IP67

IK10

1kg (2.2lb)

Max 9W

253.4×86×71.7mm (9.98”×3.4”×2.8”)

Supported

1/3", 4.0 megapixel,
progressive scan, CMOS

Up to 60m (196.9#) IR range

Ultra265, H.265, H.264, MJPEG

4MP (2592×1520), Max 25fps

√ √

MicroSD, up to 256GB

Built-in Mic

3-Axis

Low-light

Pan: 0°~360° 
Tilt: 0°~80° 
Rotate: 0°~360°

120db True WDR

Fixed

Focus: 2.8mm, 4mm
 

Iris: F2.0
 

Angle of view (H): 104.4°/78.9°

Fixed

Color: 0.03Lux (F2.0, AGC ON)
 

0Lux with IR

 
 
 

N/A

2 streams

Up to 4 areaas

Up to 4 areaas

N/A

N/A

1 RJ45 10M/100M Base-TX Ethernet

N/A

DC 12V ±25%
 

PoE (IEEE 802.3af)

-30°C ~ 60°C (-22°F ~ 140°F)

IP67

N/A

0.35kg (0.77lb)

Max 5.5W

Φ 118x96mm (Φ 4.6”x3.8”)

1/3", 4.0 megapixel,
progressive scan, CMOS

Up to 30m (98#) IR range

Ultra265, H.265, H.264, MJPEG

4MP (2592×1520), Max 30fps
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Model CA-IPC568E

Appearance

Axis

CA-IPC268ER9 CA-IPC2128SR3 CA-IPC3238SR3

3-AxisN/A 3-Axis 3-Axis

Network Camera

Adjustment angle 

Sensor

Wide Dynamic Range

Zoom

Lens

Iris

Min. illumination 

IR Rang

Video Compression

Smart Function

Frame Rate

ROI (Region of Interest)

9:16 Corridor Mode

Video Streaming

Privacy Mask

Audio I/O

Alarm I/O

BNC

Edge Storage

Network Interface

Reset Button

Power

Working Environment

Ingress Protection

Vandal Resistant

Weight

Power Consumption

Dimensions (L × W × H)

N/A

Digital WDR

Motor Zoom/Focus

N/A

DC-Iris 4V (4-Pin)/P-Iris 5V (4-pin)

Color: 0.06Lux (F1.2, AGC ON)
 

B/W: 0.03Lux (F1.2, AGC ON)
 

N/A

√ √ √√
 

Up to 8 areaas

Supported Supported

3 streams

Up to 8 areaas

1 / 1

2 / 1

1

MicroSD, up to 256GB
 

Supported

AC 24V ±25%, DC 12V ±25% 

PoE (IEEE802.3af)

-20℃ ~ 60℃ (-4°F ~ 140°F)

N/A

N/A

0.48kg (1.1lb)

Max 9.5W

151.5×71×65mm (6.0”×2.8”×2.6”)(excluding the lens) 

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR 

Motorized

Focus: 2.8~12mm Iris: F1.6
 

Angle of view: 118.5°~30.4°

DC-Iris

Color: 0.002Lux (F1.2, AGC ON)
 

0Lux with IR
 

Up to 8 areaas

3 streams

Up to 8 areaas

1 / 1

2 / 1

1

MicroSD, up to 256GB

Supported Supported

AC 24V ±25%, DC 12V ±25%
 PoE (IEEE802.3at)

-40°C ~ 60°C (-40°F ~ 140°F)

IP67

N/A

1.65kg (3.6lb)

Max 14W

305.5×104.1×97.3mm (12.0”×4.1”×3.8”)

Pan: 0°~360° 
Tilt: 0°~90° 
Rotate: 0°~360°

120dB True WDR 

Fixed

Focus: 4mm, 6mm Iris: F2.0
 

Angle of view(H): 91.6°/54.2°

Fixed

Color: 0.05Lux (F2.0, AGC ON)
 

0Lux with IR on
 

 
 

Up to 8 areaas

Supported Supported

3 Streams

Up to 8 areaas

N/A

N/A

N/A

N/A

N/A

DC 12V ±25% 
PoE (IEEE 802.3af)

-30℃ ~ 60℃ (-22°F ~ 140°F)

IP67

N/A

0.5kg (1.1lb)

Max 8W

191.3×72.6×70.9mm (7.5”×2.9”×2.8”)

Pan: 0°~360° 
Tilt: 0°~80° 
Rotate: 0°~360°

120dB True WDR 

Motorized

Focus: 2.8~12mm Iris: F1.5
 

Angle of view(H): 114.8° ~ 47.3°

Fixed

Color: 0.003Lux (F1.5, AGC ON)
 

0Lux with IR
 

Up to 8 areaas

3 streams

Up to 8 areaas

1 / 1

1 / 1

1

MicroSD, up to 256GB

DC 12V ±25% 
PoE (IEEE 802.3af)
-40°C ~ 60°C (-40°F ~ 140°F)

IP67

IK10

0.92kg (2.0lb)

Max 8W

Φ148×111.3mm (Φ5.8”×4.4”)

1/1.7", 12 megapixel,
progressive scan, CMOS

1/8", 8 megapixel,
progressive scan, CMOS

1/2.5", 8 megapixel,
progressive scan, CMOS

1/2", 8 megapixel,
progressive scan, CMOS

Low illumination characteristics Low-light/Optical defog Low-light Low-light Lighthunter

Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG

12MP (4000×3000), Max 20fps ; 8MP (3840×2160), Max 30fps 8MP (3840×2160), Max 30fps 8MP (3840×2160), Max 20fps 8MP (3840×2160), Max 20fps

1 RJ45 100M/1000M Base-TX Ethernet
1 SFP 100M/1000M Base-FX

Humidity < 95% RH (non-condensing) Humidity < 95% RH (non-condensing) Humidity < 95% RH (non-condensing) Humidity < 95% RH (non-condensing)

Smart -IR, Up to 100m (328#) IR range Up to 30m (98#) IR range Up to 30m (98#) IR range

1 RJ45 10M/100M Base-TX Ethernet 1 RJ45 10M/100M Base-TX Ethernet 1 RJ45 10M/100M Base-TX Ethernet
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Model SD-IPC6852SR-X44USD-IPC6222ER-X30SD-IPC6322LR-X22

Appearance

Low illumination characteristics Low-light

Adjustment angle N/A

Sensor

Lens
Focus: 5.2~114.4mm 
Iris: F1.5~F4
Angle of view (H): 54.40°~3.44°

Optical Zoom 22X

WDR Digital WDR

Iris DC-Iris

Min. illumination Color: 0.003Lux (F1.5, AGC ON) 
0Lux with IR 

Pan Range 360°

Pan Speed  0.1°/s ~ 240°/s 

Tilt Range –15° ~ 90° (auto reverse)

Tilt Speed 0.1° ~ 80°/s

ROI (Region of Interest) Up to 8 areaas

IR Range

Video Compression

Smart Function

Frame Rate

Video Streaming 3 streams

Privacy Mask Up to 24 areaas

BNC N/A N/A 1

Patrol Preset patrol, route patrol, recorded patrol up to 16 patrols, up to 32 presets per patrol

Number of Preset 1024

Audio I/O N/A

Alarm I/O N/A

Edge Storage MicroSD, up to 256GB

Network Interface

Reset Button Supported

Power AC 24V ±25%(Defalt), DC 24V ±25%

Ingress Protection IP66

Working Environment -40°C ~ 65°C (-40°F ~ 149°F)

Weight 3kg (6.6lb)

Power Consumption Max 30W

Dimensions Φ220×369mm (Φ87”×14.5”)

Model KB-1100

Appearance

Joystick four-dimensional joystick

Ethernet port 1 RJ-45 10 M / 100 M adaptive Ethernet port

USB Interface 1 USB2.0 interfaces

Serial Interface 1 RS-232, 2 RS-485

Power Supply 12V DC

Consumption 5W

Working Temperature -10°C ~ + 55°C

Working Humidity 10% ~ 90%

Dimensions 47mm×270mm×440mm (1.9"×10.6"×17.3")

Weight <1kg

Low-light

N/A

Focus: 4.5~135mm 
Iris: F1.5~F4.0 
Angle of view (H): 56.7°~2.28°

30X

120dB True WDR 

DC-Iris

Color: 0.001Lux (F1.5, AGC ON) 
0Lux with IR

360° (endless)

0.1°/s ~ 240°/s

–15° ~ 90° (auto reverse)

0.1° ~ 160°/s

Up to 8 areaas

3 streams

Up to 24 areaas

1024

1 / 1

1 / 1

MicroSD, up to 256GB

N/A

AC 24V ±25%, DC 24V ±25%

 

IP66

-40°C ~ 65°C (-40°F ~ 149°F)

5.28kg (11.6lb)

Max 60W

Φ227×359.4mm (Φ8.9” x 14.2”)

 
 

120dB True WDR

DC-Iris

Color: 0.002Lux (F1.2, AGC ON)

 

0Lux with IR

360° (endless)

0.1°/s ~ 240°/s

–15° ~ +90° (auto reverse)

0.1° ~ 160°/s

Up to 8 areaas

3 streams

Up to 24 areaas

1024

1/1

2/1

MicroSD, up to 256GB

DC 12V ±10% 

IP66

-40°C ~ 70°C (-40°F ~ 158°F)

9.69kg (21.4lb)

16 ~ 56W

Φ270×496.7mm (Φ10.6” x19.6”) 

PTZ Camera Keyboard

1/2.8", 2 megapixel, progressive scan, CMOS 1/2.8", 2 megapixel, progressive scan, CMOS

Lighthunter

N/A

Focus: 5~220mm
Iris: F1.2~F3.5
Angle of view (H): 60.6°~1.8°

44X

1/2.8", 2 megapixel, progressive scan, CMOS

Smart-IR, Up to 150m (492") IR range Smart-IR, Up to 150m (492") IR range Smart-IR, Up to 250m (820") IR range

Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG Ultra265, H.265, H.264, MJPEG

√

2MP (1920×1080), Max 30fps 2MP (1920×1080), Max 30fps 2MP (1920×1080), Max 60fps

1 RJ45 10M/100M Base-TX Ethernet 1 RJ45 10M/100M Base-TX Ethernet 1 RJ45 10M/100M Base-TX Ethernet

Humidity < 95% RH (non-condensing) Humidity < 95% RH (non-condensing)

√ √

Preset patrol, route patrol, recorded patrol

Supported

Humidity < 95% RH (non-condensing)
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Model CA-NVR301-08S2 CA-NVR301-08X CA-NVR301-16X CA-NVR302-32S CA-NVR304-32S

Appearance

Video/Audio Input

IP Video Input

Analog Video Input

Input Bandwidth

Audio Input

Video/Audio Output

HDMI

VGA

Audio Output

Outgoing Bandwidth

Recording Resolution

Storage HDD

External Interfafce

Network Interface

PoE

Serial Interface

USB Interface

Alarm I/O

Other

Power Supply

Power Consumption

Working Environment 

Dimensions(W×D×H)

Weight(Without HDD)

N/A N/A

32-ch

N/A

160 Mbps

1

1

64 Mbps

 
 

 

N/A

N/A

12V DC

≤15W (without HDD)

-10°C ~ 55°C 
  (14°F ~ 131°F)

 

380mm×315mm×49mm 

 (15.0"×12.4"×1.9")

≤2.48kg (5.47Ib)

32-ch

N/A

160 Mbps

1

1

64 Mbps

 
 

 

N/A

N/A

12V DC

≤15W (without HDD)

-10°C ~ 55°C  
 (14°F ~ 131°F) 

440mm×344mm×50mm 
 (17.3"×13.5"×2")

≤3.15kg (6.94 Ib)

Network Video Recorder

8-ch

N/A

50 Mbps

N/A

1

1

1-ch RCA
1-ch RCA

1-ch RCA 1-ch RCA

1-ch RCA 1-ch RCA 1-ch RCA

1-ch RCA 1-ch RCA

40 Mbps

6MP/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

 

1 SATA interfaceup to 10TB for each HDD

N/A

N/A

N/A

12V DC

≤9W (without HDD)

-10°C ~ 55°C 
 

 (14°F ~ 131°F)
 

260mm × 240mm × 46mm 
(10.2"×9.4"×1.8")

1kg (2.2Ib) 

8-ch

N/A

64 Mbps

1

1

64 Mbps

4K/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

4K/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

8MP/5MP/4MP/3MP/1080p/960p/720p/960H/
D1/2CIF/CIF

8MP/5MP/4MP/3MP/1080p/960p/720p/960H/
D1/2CIF/CIF

 

1 SATA interfaceup to 6TB for each HDD

1 RJ45 10M/100M

N/A

N/A

N/A

12V DC 12V DC

≤8W (without HDD)

-10°C ~ 55°C  
 (14°F ~ 131°F) 

260mm × 240mm × 47mm 
(10.2"×9.4"×1.9")

1.3 kg (2.87Ib)

260mm × 240mm × 47mm 
(10.2"×9.4"×1.9")

1.3 kg (2.87Ib)

16-ch

N/A

64 Mbps

1

1

64 Mbps

 

1 SATA interfaceup to 6TB for each HDD 2 SATA interfaceup to 6TB for each HDD 4 SATA interfaceup to 6TB for each HDD

1 RJ45 10M/100M 2 RJ45 10M/100M/1000M 2 RJ45 10M/100M/1000M

N/A

N/A

 

N/A

≤8W (without HDD)

-10°C ~ 55°C  
 (14°F ~ 131°F) 

1 RJ45 10M/100M

Rear panel: 2 x USB2.0 Rear panel: 1 x USB2.0, 1 x USB3.0

Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing)

Rear panel: 1 x USB2.0, 1 x USB3.0
Rear panel: 1 x USB2.0, 1 x USB3.0
Front panel: 1 x USB2.0

Rear panel: 1 x USB2.0, 1 x USB3.0
Front panel: 1 x USB2.0

260mm × 240mm × 47mm 
(10.2"×9.4"×1.9")

Smart VCA Smart VCA Smart VCA Smart VCA Smart VCA
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Model CA-NVR308-32E-B CA-NVR308-64E-B CA-NVR316-64R-B CA-NVR516-128

Appearance

Video/Audio Input

IP Video Input

Analog Video Input

Input Bandwidth

Audio Input

Video/Audio Output

HDMI

VGA

Audio Output

Outgoing Bandwidth

Recording Resolution

Storage HDD

External Interfafce

Network Interface

PoE

Serial Interface

USB Interface

Alarm I/O

Other

Power Supply

Power Consumption

Working Environment 

Dimensions(W×D×H)

Weight(Without HDD)

32-ch

N/A

320 Mbps

1-ch RCA 1-ch RCA 1-ch RCA 1-ch RCA

1-ch RCA1-ch RCA 1-ch RCA1-ch RCA

2

1

320 Mbps

 12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF

12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/
D1/2CIF/CIF 

 

N/A

1 × RS232
1 × RS485

 16/4

100～ 240V AC

≤20W (without HDD)

-10°C ~ 55°C 

 

 (14°F ~ 131°F)

 
 442mm×425mm×86mm ( 17.4"×16.7"×3.4" )

≤5.13kg (11.31Ib)

64-ch

N/A

320 Mbps

2

1

320 Mbps

 
 

 

 

N/A

1 × RS232

 
1 × RS485

 
16/4

100～ 240V AC

≤20W (without HDD)

-10°C ~ 55°C 

 

 (14°F ~ 131°F)

 
 442mm×425mm×86mm ( 17.4"×16.7"×3.4" )

64-ch

N/A N/A

320 Mbps

2

1

320 Mbps

 
 

 

 

N/A

1 × RS232

 
1 × RS485

 
16/10

100～ 240V AC

≤23W (without HDD)

-10°C ~ 55°C 

 

 (14°F ~ 131°F)

 
482mm×477mm×131mm 
(18.8"×19.06"×5.2")

≤ 8.19kg  (18.1 Ib)

128-ch

512 Mbps

2

1

384 Mbps

 
 

 
 

 

1 eSATA interface, 2 miniSAS ports1 eSATA interface1 eSATA interface1 eSATA interface  

N/A

1 × RS232

 

1 × RS485

24/8

100～ 240V AC

≤50W (without HDD)

-10°C ~ 55°C 

 

 (14°F ~ 131°F)

 

 482mm×477mm×131mm 
(18.8"×19.06"×5.1"  )

≤10kg (22.05 Ib)

Network Video Recorder

8 SATA interfaceup to 10TB for each HDD 8 SATA interfaceup to 10TB for each HDD 16 SATA interfaceup to 10TB for each HDD 16 SATA interfaceup to 10TB for each HDD

2 RJ45 10M/100M/1000M 2 RJ45 10M/100M/1000M 2 RJ45 10M/100M/1000M 4 RJ45 10M/100M/1000M
2 SFP 10M/100M/1000M

Rear panel: 1 x USB3.0
Front panel: 2 x USB2.0

Humidity < 90% RH (non-condensing)

≤5.13kg (11.31Ib)

Rear panel: 1 x USB3.0
Front panel: 2 x USB2.0

Rear panel: 2 x USB2.0,  1 x USB3.0 Rear panel: 4 x USB3.0

Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing) Humidity < 90% RH (non-condensing)

Smart VCASmart VCASmart VCASmart VCA
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